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Well��Servicing��/ ��Workover��Pole��Rigs

Technical��Data��Sheet��

RIG��#9����DICKIRSON��SR�r60��

��
��
��
��
CONTRACTOR��SERVICES��INC��
929��CHARLESTON��ROAD��
SPENCER,��WV����25276��
P:����304�r927�r5033��
F:����304�r927�r5068��
��

Mast��Rating:�� 150,000��lbs.����

Tubing��Drum:�� 10��¾”��diameter��X��37”��long��drum��core��with��
32”��diameter��flanges.����Equipped��with��divider��
and��12��¾”��diameter��X��31”��long��grooved��
Vickers��jacket��for��7/8” ��line.��

�� Double��band��8”��X��30”��brakes��with��1,300��sq.��
in.��braking��surface.����Two�rplate��21”��air��tube��
disc��clutch��mounted��on��drum��end,��making��
full��floating��drum.����1��¾”��pitch��single��drive��
chain.��

�� Maximum��bare��drum,��single��line��pull:����
30,000��lbs.������

FEATURES��AND��SPECIFICATIONS

Sand��Line��Drum:�� 10��¾”��diameter��X��37”��long��drum��core��with��
35”��diameter��flanges.����Double��band��8”��X��30”��
brakes��with��1,300��sq.��in.��braking��surface.����
Two�rplate��21”��air��tube��disc��clutch��mounted��
on��drum��end,��making��full��floating��drum.����1��
¾”��pitch��single��drive��chain��

�� Maximum��bare��drum,��single��line��pull:����
30,000��lbs.����Maximum��spooling��capacity:����
8,500��ft.��of��9/16”��line.��

Spooling��Device:�� For��sand��line��guide��sheave.����Facilitates��
spooling��of��cable��onto��drum.����Controls��
located��on��off�roperator’s��side.��




